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COEN WPC is a new type of composite made by mixing 60% wood powder with 28% HDPE and 12% additives. 
These are extruded through our modern CNC high pressure / temperature extrusion machines. Our WPC not only 
has a

high degree of anti-UV and weather resistant, but is also easy to work with and install. COEN WPC’s are highly 
resistant to moisture, so there is no “Wood Rot” and termites just doen t seem to like getting near our products. No 
cracking, warping or splintering ensures an efficient and easy installation process for our builders. We also have a 
very stable UV product, so the colour will have very minimal effect by the harsh Australian conditions.

Our WPC is a safe, environmentally responsible alternative, and doesn’t require any painting or coatings to ensure 
colour or longevity. The main materials used are wood powder, from scrap building and factory waist, such as wood 
furnitiure and construction manufacturers. In addition, we recycle any off cuts or waste from our manufacturing 
process. The aim here is to improve our environment through recycling.

The raw material quality is paramount to our product being consistently manufactured to the specifications, 
to ensure the products longevity. As such we only select quality raw products and each batch is tested to our 
required standard prior to entering its first stage of production process. (Ref our web site for the production 
process).

After production, each batch of COEN Composite Wood is tested for its elasticity and strength. Our products have 
a consistency in size and colour and cut to a length you need, therefore eliminating the search for the perfect piece 
or WPC for your application.

COEN COMPOSITE WOOD

DECKING INSTALLATION

HOLLOW SOLID

DECKING TYPES
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1. After calculating the decking span 
and making the frame of your deck 
the first board is ready to be 
installed.

 First pre-drill into the joist then fix 
the starting clip to the joist as 
shown in Diag. 2.

2. Then take your first board and 
push it into the starting clip as 
shown.

3. First slide the decking clips into the 
grooves of the boards with screws 
facing up as show in Diag 4. . 
Ensure that the clips are all going 
into the groove with the teeth on 
the same side.

4. Align screw hole in fastener with 
center of joist. Continue along the 
length of the board at every joist.

 NOTE: Screw only half way down.
 DO NOT fully tighten.
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Easy to instal l  decking 
made to last in Austral ian 
condit ions,  with no oi l ing 
or seal ing required.
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6. Tighten screws on fasteners in 
first row. Proceed with Steps 3 
through 5, tightening down each 
row after board that follows is in 
place.

7. Pre-drill pilot hole at an angle 
through grooved edge of deck 
board into ledger board. Install 
screws through pilot holes to 
secure. Attach a fascia board flush 
with deck surface.
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5. Slide second board into place, making sure 
fasteners fit into groove. Install the next univer-
sal fastener on the other side of the second 
board in the same manner as Steps 3 and 4. 

 
 DO NOT fully tighten the screw  
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Following our easy-care tips will ensure that your cladding looks fresh and attractive for years to come. 

NORMAL CARE 
Once COEN decking is installed, periodic cleaning is necessary to keep it looking great. For dirt, dust and other residue, simply 
brush with a soft broom. If necessary, wash the decking down in the direction of the grain with a garden hose or a pressure 
washer, no more than 1,500 psi. 

COEN COMPOSITE WOOD

DECKING  CARE & MAINTENANCE

PROBLEM SOLUTION

Mold and Mildew Clean away leaves and debris that promote mold growth. Ideally, you should clean 
the dirt off your walls before mildew starts, because the dirt is what feeds the mold. 
If mold/mildew appears, a deck washing product and a detergent can be used. Never 
mix any other cleaners with the deck washing product. Vinegar can be used to kill the 
mold.

Rust stains/stubborn spots Use a cleaning product containing oxalic or phosphoric acid base to lighten or remove 
the rust or dirt. Product may need to sit on stain 10-15 minutes. 

Ice and snow If you reside in a cold weather climate and would like to avoid accumulating snow/ice 
on your COEN deck, use calcium chloride or safety rock salt to melt it. Remove the ice 
and snow with a plastic or wood shovel as it begins to melt. 

Oil and Grease Stains As soon as the spill has occurred, use hot water and dishwashing detergent, to 
remove the stain. Be sure to thoroughly rinse the detergent off the deck with hot 
water.  If need be, use a light stainless steel scourer  

Berries and Wine Stains Mix bleach into hot water according to the bleach-packaging label. Scrub the stain 
lightly and rinse thoroughly. The stain may not disappear entirely. 

Ink Stains Inks may be permanent. However, scrubbing with hot soapy water may lighten the 
stain. Rinse thoroughly. 

Note: Please note that some cleaners can lighten the colour of your decking, so always test any cleaner on a small portion of 
before cleaning the entire surface.  

ADDITIONAL TIPS 
 ∙ Remove food, spills and other debris and clean immediately to minimize the possibility of staining. 

 ∙ Never apply harsh solvents such as acetone, gasoline, benzene, carbon tetrachloride or paint thinner to your deck.     
Please contact our technical service department with any additional questions, comments or concerns. 

 ∙ Never mix two or more cleaning agents when cleaning your decking. 

 ∙ Keep the area around your decking clean and well ventilated.

 ∙ If you have any further queries, please call us at COEN – 0457 610 690



OUR DECKING  RANGE
COEN  
Part Number

Section Size 
(width x thickness)

Picture Profile Product

CN-007A 135x26mm
Hollow  

Decking

CN-001T 150x25mm
Hollow  

Decking

CN-09B  
3D wood grain

134x24mm
Solid  

Decking

  
CN-006  

 
140x25mm  

Solid  
Decking

CN-005 
mixed color

146x23mm
Solid  

Decking

  
CN-015  

 
150x25mm  

Solid  
Decking

NB. Additional products, sizes and designs available on request.  
For Fixing information please contact us. Profiles and Pictures are indicative only

Craig Dyke
T +61 457 610 690

E  craig@coen.com.au
W www.coen.com.au Q
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FIXINGS

PRODUCT DESIGN &  
INSTALLATION OPTIONS

HIGH DURABILITY & WEAR 
RESISTANCE

DOESN’T ABSORB WATER,  
SO NO WOOD ROT

MINIMAL COLOUR FADE  
<3% TO 5%

HIGH MECHANICAL  
& IMPACT RESISTANCE

EXCELLENT DIMENSIONAL STABILITY  
– WONT WARP, TWIST OR BOW

EASY CLEANING,  
MAINTENANCE & REPAIR

CN-A011 Starting Clip
20 per square metre

CN-020 ABS Clip
For 25mm Decking
20 per square metre

CN-014 Stainless Clip
For 25mm Decking
20 per square metre

MIXED COLOUR

LIGHT GREY BLACK

STANDARD FINISHES

STANDARD COLOURS

EMBOSSED

TEAK

3D EMBOSSED

OAK

SANDED

RED PINE

GROOVE

BROWN


